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NO STEAM LOSS

Discharge valve is waler seal.

CONTINUOUS AlR NAME PLATE Steam does not reach i,

Steam passing through the vani is
less than that required o
compensale for radialion loss
fromm the frap so it is ot wasied.

VENTING

Vant in top of bucket provides
continuous autamatic air
vanting and prevents air binding.
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cO’ VENTING
AT STEAM
TEMPERATURE

Fixed vent passes
co immediately,
Since the frap
operates an the
difference in density
between steam and
water there is no
coaling fag that would
permit co? ta go into
solution and from
corrosive carbanic
acid.

INTEGRAL STRAINER
DESIGN IS FREE FROM
DIRT PROBLEMS

oStinfess stee! inlegral

stralner, Dint does not reach
frafa.

‘ SERVICE

LONG LIFE AND
DEPENDABLE

Valve and seatl arg
chrome steal, heal
treated, ground and
lapped.

Frae faating valve
mecharntsm (s
frictioniess.

Wear paint are haawvily
rairfarced,
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CORROSION
RESISTANCE

All warking parfs are made
of SUS 304 stainless steel.

WATER HAMMER
RESISTOR

Cage fype water hammer resistor
can dispersing water hammeror
hydraic shock wave

This prevent the bucke! from
smashing against and darnage the
meachamism



